
NSC Pretreatment 

Activated Carbon, Multi-Media Filter and Water Softeners 

Ideal for commercial and light industrial applications, 
NSC pretreatment is designed for durable operation, 
easy installation and straight forward control. The 
units are also the perfect compliment to NSC System 
line of reverse osmosis systems. Visit 
http://www.nsc-oman.com for more information. 

General Features 

Single tank and duplex systems provide 
flexible flow options 

• Certified fiberglass reinforced plastic (FRP)
tanks (150 psig design pressure)

12x40 mesh bituminous activated carbon

Autotrol* multi-port valves (Performa or
Magnum Cv*)

Programmable controller for back-wash
sequence control

Communication switch for downstream equip
ment included to prevent operation during
backwash on single tank systems

Interlock provided on our systems to
maintain continuous flow during backwash

Manual or time-initiated automatic backwash

120 VAC 60 Hz or 230 VAC 50 Hz models
avail-able
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Flow 

(gpml 

Media Volume 

(cubic feet) 

F,JMMl#i:IHiMHMIIEHl:iiifii·Nii 
NSM10 NSM10-1 NSM10-2 Performa 10 x 54 62 2 4 8 0.5 0.25 

NSM14 NSM14-1 NSM14-2 Perform a 14 x 65 73 5 9 15 2 

NSM21 NSM21-1 NSM21-2 2 Magnum 21 x 62 78 10 21 35 4 2 

NSM30 NSM30-1 NSM30-2 2 Magnum 30 x 72 83 22 45 75 10 4 

NSM36 NSM36-1 NA 2 Butterfly 36 x 72 90 33 67 100 14 7 

1 Specifications listed are per individual tank 

Table 2. Activated Carbon Filter Specifications 

11- ··------·
Flow 

(gpml 

Media Volume 

(cubic feet) 

NSC10 NSC10-1 NSC10-2 Performa 10 x 54 62 1.5 5 

NSC14 NSC14-1 NSC14-2 Performa 14 x 65 73 3 9 

NSC21 NSC21-1 NSC21-2 2 Magnum 21 x 62 78 6 18 

NSC30 NSC30-1 NSC30-2 2 Magnum 30 x 72 83 15 45 

NSC36 NSC36-1 NSC36-2 2 Magnum 36 x 72 84 20 60 

1 Specifications listed are per individual tank 

Table 3. Water Softener Specifications 

Brine Tank 

llw11111llllllll .. w 
NSS10 NSS10-1 NSS10-2 Perform a 10 x 52 62 18 x 40 700 

NSS14 NSS14-1 NSS14-2 Performa 14 x 65 73 18 x 40 700 

NSS21 NSS21-1 NSS21-2 2 Magnum 21 x 62 78 24 x 50 1000 

NSS30 NSS30-1 NSS30-2 2 Magnum 30 x 72 83 30 x 50 1500 

NSS36 NSS36-1 NSS36-2 2 Magnum 36 x 72 84 39 x 48 2500 

1 Specifications listed are per individual tank 

6 

10 

25 

50 

75 

2 

5 

9 

23 

30 

1.5 

3 

6 

15 

20 

Flow 

(gpm) 

8 

15 

30 

75 

90 

0.25 

0.5 

2.5 

5 

2.5 

5 

12 

25 

35 

0.13 0.25 

0.5 0.5 

2 2.5 

4 5 

1.5 45K 

3 90K 

6 180K 

15 450K 

20 600K 

www.nsc-oman.com
Address: Al-Hail Shimaliyah St, Al-Hail Nort h, Near Alkhoud bridge, Building No 1026, 2 nd floor - Flat 24, Tel: +968 71146688 -24430041, Email: info@nsc-oman.com, Web sit e: nsc-oman.com 



NSC Pretreatment 

Activated Carbon, Multi-Media Filter and Water Softeners 

NSC pretreatment is designed for 
durable operation, easy installation 
and straight-forwardcontrol. NSC 
pretreatment is ideal for your 
industrial filtration needs with 
epoxy-lined carbon steel vessels, 
robust materials of construction, and 
various configuration options to 
suit your specific application needs. 
The units are also the perfect 
compliment to the line of reverse 
osmosis systems. Visit 
www.nsc-oman.com for more 
information. 

General Features 

• Epoxy-lined carbon steel tanks, 100 psig

• Resilient seated butterfly service valves
with stainless steel disc and stem; air
actuated I spring-to-close

• Stainless steel face-piping

• 4-inch media clean out port on side of tank

• Sight glass on backwash line

• 4 solenoid panel with terminal strips.

Optional 4 remote I/0 enclosure. Controller
PLC sold separately.

• Instrumentation: Service/backwash DP
flow transmitter, pre I post filter
pressure gauges
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Table 1. Multi Media Specifications 
Flow** 

(gprn) 

Media Volume 
(cubic feet) 

11111111-mtiNi:IHiiiiiiii l&FiiiliidHiiiHiHiiiWI 
NSM48 3 48x72 122 40 110 185 18 12 6 

NSM60 3 60x72 125 60 175 290 28 19 9 

NSM72 4 72x72 130 85 250 415 41 27 14 

NSM84 4 84x72 134 115 340 570 56 38 19 

NSM96 6 96x72 144 150 445 740 74 49 25 

NSM108 6 108x72 149 190 565 940 94 62 31 

NSM120 6 120x72 154 230 700 1160 116 77 39 

NSM144 8 144x72 161 335 1000 1675 167 112 56 

* Backwash flow rates are for 15 gpm/ft' loading at 60°F. Flow rate will increase with increase in water temperature. 
** Flow rates shown are for MMF systems with no coagulant addition/air scour. Flow rates with coagulant addition must be reduced to 3-5 gpm/ft'. 

Table 2. Activated Carbon Filter Specifications 

11111111 
NSC48 3 48x72 122 40 

NSC60 4 60x72 125 60 

NSC72 4 72x72 130 85 

NSC84 6 84x72 134 120 

NSC96 6 96x72 144 160 

NSC108 6 108x72 149 200 

NSC120 6 120x72 154 245 

NSC144 8 144x72 161 350 
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* Backwash flow rates ore for 13.5 gpm/ft' loading at 60°F for 40% bed expansion. Flow rate will increase with increase in 
water temperature. 
** Based on Chlorine removal only. For TOC removal. the max flow should be reduced by half. 

Table 3. Water Softener S ecifications 

11111· 
NSS48 48x72 122 56x62 

NSS60 4 60x72 125 56x62 

NSS72 72x72 130 74x64 

NSS84 84x72 134 86x68 

NSS96 6 96x72 144 86x68 
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Flow 
lgpml 
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